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REVIEW INDEX
N° NAME FUNCTION NOTE DATE
01 JULIO PROJECTIST NONE 25/11/2020
02 Juuo PROJECTIST  |CHANGELINELZ | 12/05/2021
ITEM DESCRIPTION DIMENSIO_NS
mm N
01 LEAKAGE DISTANCE 370 14.57
02 DRY-ARC DISTANCE 240 9.45
03 A 135+5 | 532
04 B 190+ 5 7.48
05 c 95+5 | 374
06 D 45+5 | 177
07 E 45+5 | 177
08 F 70+5 | 276
09 G 85+5 | 3.35
10 H 25+3 1.00
1 R 22+3 | 087
12 RI 2+3 | 087
ELECTRICAL VALUES
13 NOMINAL FREQUENCY Hz 50/60
14 TYPICAL APPLICATION kv 25
LOW FREQUENCY DRY
15 FLASHOVER kv 85
LOW FREQUENCY WET
16 FLASHORVER kv 50
CRITICAL IMPULSE FLASHOVER
17 - POSITIVE kv 130
CRITICAL IMPULSE FLASHOVER
18 -NEGATIVE kv 150
19 | LOW FREQUENCY PUNCTURE | kv 115
LOW FREQUENCY TEST
20 | yOLTAGE - RMSTO GROUND | KV 15
21 | MAXIMUMRIV at 1000 khz Y 100
MECHANICS VALUES
S E C-l- I O N 22 CANTILEVER STRENGTH KN/1b | 15/3300
A-A GENERAL CHARACTERISTICS
23 NECK DESIGNATION F
24 UNIT WEIGHT Kg/1b |078/1.72
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